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Ultra Spill Pallet Plus Models
Combine High-Strength And Low-
Profile Features While Meeting 
EPA Container Storage Regulations

Superior weight capacity 
of the 4-drum model also 

allows use with IBC tanks.

U.S. Patent No. 5,615,608

• Low profile positions drum funnels below eye level — 
significantly reduces the potential for hazardous fluids to 
splash into the eyes or face.

• Nearly 50% lower than standard spill pallets, 
drum handling is safer and less strenuous.

• Forkliftable, all-polyethylene construction.

• Removable grates feature a non-slip surface.

• Available in 1, 2, 3 and 4-drum configurations.

• Meets SPCC, EPA Container Storage 
Regulation 40 CFR 264.175 and UFC 
Spill Containment Regulations.

S P I L L  C O N T A I N M E N T

ULTRA-SPILL PALLET PLUS MODELS
Ultra-Spill Pallet P1 Plus

Part# 9606: no drain Part# 9607: with drain

Dimensions: 40” x 40” x 12” (1,016 mm x 1,016 mm x 305 mm)

Weight: 51 lbs. (23 kg)

Uniformly Distributed Load: 800 lbs. (363 kg)

Containment Capacity: 62 gallons (235 L)

Ultra-Spill Pallet P2 Plus

Part# 9610: no drain Part# 9611: with drain 

Dimensions: 65 1/2” x 40” x 8 3/4” (1,664 mm x 1,016 mm x 222 mm)

Weight: 88 lbs. (40 kg)

Uniformly Distributed Load: 4,500 lbs. (2,041 kg)

Containment Capacity: 66 gallons (250 L) 

Ultra-Spill Pallet P3 Plus

Part# 9626: no drain Part# 9627: with drain 

Dimensions: 83” x 34 1/2” x 8 3/4” (2,108 mm x 876 mm 222 mm)

Weight: 90 lbs. (41 kg)

Uniformly Distributed Load: 4,500 lbs. (2,041 kg)

Containment Capacity: 66 gallons (250 L)

Ultra-Spill Pallet P4 Plus

Part# 9630: no drain Part# 9631: with drain 

Dimensions: 62” x 62” x 8 3/4” (1,575 mm x 1,575 mm x 222 mm)

Weight: 140 lbs. (63.5 kg)

Uniformly Distributed Load: 9,000 lbs. (4,082 kg)

Containment Capacity: 75 gallons (284 L)

Optional Loading Ramp: Part# 0678 fits P1 Plus. 
Part# 0676 fits P2, P3 and P4 Plus.
Optional Pull Over Cover: Part# 9614 fits P2 Plus. 
Part# 9634 fits P4 Plus.

http://env.loyola.com/products/containment/spillpallet-plus.html
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Ultra Spill Pallets  
Spill Pallets Are Built For Heavy 
Loads And Convenient Handling

U.S. Patent No. 5,615,608

• High load capacity — 6,000 lbs. for 4-Drum Model, 3,000 
lbs. for 2-Drum Model.

• Bright, safety yellow sidewalls are translucent, offering 
convenient visual leak detection.

• 100% polyethylene construction — compatible with a  
broad range of chemicals, including acids and corrosives.

• Meets SPCC, EPA Container Storage Regulation 40 CFR 
264.175 and UFC Spill Containment Regulations.

Part# 1010

Part# 1000

ULTRA-SPILL PALLETS
Ultra-Spill Pallet P4 Ultra-Spill Pallet P2

Part# 1000: no drain Part# 1010: no drain
Part# 1001: with drain   Part# 1011: with drain   

Dimensions: 53” x 53” x 11 3/4” (1,347 mm x 1,347 mm x 299 mm) Dimensions: 53” x 29” x 16 1/2” (1,347 mm x 737 mm x 419 mm)

Weight: 90 lbs. (41 kg) Weight: 63 lbs. (29 kg)

Containment Capacity: 66 gallons (250 L) Containment Capacity: 66 gallons (250 L)

Uniformly Distributed Load: 6,000 lbs. (2,722 kg) Uniformly Distributed Load: 3,000 lbs. (1,361 kg)

Optional Pull Over Covers, Part# 1006 Optional Pull Over Covers, Part# 1016
Optional Loading Ramp, Part# 0678

Ultra Spill Pallet Nestable Model  
Low-Profile, Nestable Spill 
Pallet Reduces Shipping Costs
and Storage Space

• Large, 66-gallon sump captures leaks and spills from steel 
or poly drums (4 drum capacity).

• Nestable design allows multiple pallets to be shipped 
(or stored) in a minimal amount of space.

• 100% polyethylene construction — compatible with a 
broad range of chemicals, including acids and corrosives.

• Low-profile (10” height) makes drum handling safer 
and easier.

• 2-way forkliftable — provides easy positioning and relocation.

• Meets SPCC, EPA Container Storage Regulation 40 CFR 
264.175 and UFC Spill Containment Regulations.

ULTRA-SPILL PALLETS, NESTABLE
Part# 1230: no drain                        Part# 1231: with drain

Dimensions: 51” x 51” x 10” (1,295 mm x 1,295 mm x 254 mm)

Weight: 80 lbs. (36 kg)

Containment Capacity: 66 gallons (250 L) 

Uniformly Distributed Load: 6,000 lbs. (2,722 kg)

Optional Loading Ramp, Part# 0676

S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/containment/spillpallet-nestable.html
http://env.loyola.com/products/containment/spillpallets.html
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Ultra Spill Pallet Economy Models
• Available in 2-drum and 4-drum configurations.

• Applications for the all-polyethylene units include satellite 
waste collection and storage of virgin chemicals.

• Black color helps hide dirt and grime.

• Meets SPCC, EPA Container Storage Regulation 40 CFR 
264.175 and UFC Spill Containment Regulations.

Part# 1112

Part# 2504

Ultra Spill Pallet Fluorinated Models

Part# 1212

Part# 1210

ULTRA-SPILL PALLET 
FLUORINATED MODELS

Ultra-Spill Pallet P4 Fluorinated

Part# 1210: no drain 
Part# 1211: with drain 

Dimensions: 53” x 53” x 11 3/4” (1,347 mm x 1,347 mm x 299 mm)

Weight: 85 lbs. (39 kg)

Uniformly Distributed Load: 6,000 lbs. (2,722 kg)

Containment Capacity: 66 gallons (250 L)

Optional Pull Over Covers, Part# 1006
Optional Loading Ramp, Part# 0678

Ultra-Spill Pallet P2 Fluorinated

Part# 1212: no drain 
Part# 1213: with drain 

Dimensions: 53” x 29” x 16 1/2” (1,347 mm x 737 mm x 420 mm)

Weight: 63 lbs. (29 kg)

Uniformly Distributed Load: 3,000 lbs. (1,361 kg)

Containment Capacity: 66 gallons (250 L)

Optional Pull Over Covers, Part# 1016

Certain chlorinated solvents are considered incompatible with standard polyethylene. However, a gas treatment
process known as fluorination alters the surface of molded polyethylene products, making them compatible with
these and many other aggressive chemicals. The light blue color indicates that the Spill Pallets and grates have
been fluorinated.

U.S. Patent No. 5,615,608

ULTRA-SPILL PALLET ECONOMY MODELS

U.S. Patent No. 5,615,608

Ultra-Spill Pallet P4-3000 Ultra-Spill Pallet P2-1500

Part# 1112: no drain Part# 2504: no drain 
Part# 1113: with drain Part# 2505: with drain 

Dimensions: 53” x 53” x 11 3/4” Dimensions: 53” x 29” x 16 1/2”
(1,347 mm x 1,347 mm x 299 mm) (1,347 mm x 737 mm x 420 mm)

Weight: 85 lbs. (39 kg) Weight: 63 lbs. (29 kg)

Uniformly Distributed Load: 3,000 lbs. (1,361 kg) Uniformly Distributed Load: 1,500 lbs. (681 kg)

Containment Capacity: 66 gallons (250 L) Containment Capacity: 66 gallons (250 L)

Optional Pull Over Covers, Part# 1006 Optional Pull Over Covers, Part# 1016
Optional Loading Ramp, Part# 0678

S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/containment/spillpallet-economy.html
http://env.loyola.com/products/containment/spillpallet-fluorinated.html
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Sidewalls Stay Lowered And Out Of The Way Until They Are Needed

Ultra Containment Berms Rapid Rise Model

• Sidewalls remain down during normal operations, 
loading and unloading. Vehicles and equipment can 
drive in and out from any angle, with no sidewall 
set-up or take-down required. 

• In the case of a spill, the foam ring around the top 
perimeter of the Containment Berm rises with the 
level of spilled liquid. 

• Custom sizes available.   

• Standard material of construction is Copolymer 
2000™.

• Meets SPCC and EPA Container Storage Regulation 
40 CFR 264.175.

ULTRA-CONTAINMENT BERMS, RAPID RISE MODEL
Part # Dimensions Weight Containment Capacity

8430 4’ x 6’ x 1’ (1.2 m x 1.8 m x .3 m) 29 lbs. (13 kg) 179 gallons (678 L)

8431 6’ x 6’ x 1’ (1.8 m x 1.8 m x .3 m) 35 lbs. (16 kg) 269 gallons (1,018 L)

8432 10’ x 10’ x 1’ (3 m x 3 m x .3 m) 63 lbs. (29 kg) 748 gallons (2,831 L)

8437 12’ x 26’ x 1’ (3.7 m x 7.9 m x .3 m) 149 lbs. (67.5 kg) 2,333 gallons (8,831 L)

8433 15’ x 50’ x 1’ (4.6 m x 15.2 m x .3 m) 278 lbs. (126.5 kg) 5,610 gallons (21,234 L)

8434 15’ x 66’ x 1’ (4.6 m x 20.1 m x .3 m) 357 lbs. (162 kg) 7,405 gallons (28,028 L)

Material of Construction: Copolymer 2000TM, an ethylene copolymer, is standard. Copolymer 3000TM,
XR5, polyurethane and other materials are also available on a custom basis. 

Options: Ground Tarps, Track Belts, Self Bailer, see page 31.

Part# 8437

S P I L L  C O N T A I N M E N T
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Ultra Containment Berms Compact Model

• Compact, lightweight, 
portable design — no 
inflation required.

• Protect heavy equipment 
from spills during filling, 
discharging, cleaning and 
maintenance.

• Smaller sizes provide 
total containment of 
drums, tanks, generators, 
compressors and other 
equipment prone to 
leaks and spills.

• Sidewalls lower quickly to
allow drive in/drive out.

• Meets SPCC and EPA
Container Storage 
Regulation 40 CFR 
264.175.

Compact Design Folds Into A Tight Package – Minimal Space
Required To Store Onboard Trucks And Hazmat Response Vehicles

ULTRA-CONTAINMENT BERMS, COMPACT MODEL 
Part# Dimensions Weight Containment Capacity

8609 4’ x 6’ x 1’ (1.2 m x 1.8 m x .3 m) 34 lbs. (15 kg) 179 gallons (678 L)

8610 6’ x 6’ x 1’ (1.8 m x 1.8 m x .3 m) 39 lbs. (17.5 kg) 269 gallons (1,018 L)

8611 10’ x 10’ x 1’ (3 m x 3 m x .3 m) 72 lbs. (32.5 kg) 748 gallons (2,831 L)

8612 12’ x 60’ x 1’ (3.7 m x 18.3 m x .3 m) 335 lb. (152 kg) 5,385 gallons (20,382 L)

8613 15’ x 50’ x 1’ (4.6 m x 15.2 m x .3 m) 317 lbs. (144 kg) 5,610 gallons (21,234 L)

8614 15’ x 66’ x 1’ (4.6 m x 20.1 m x .3 m) 404 lbs. (183.5 kg) 7,405 gallons (28,028 L)

Material of Construction: Copolymer 2000TM, an ethylene copolymer, is standard. Copolymer 3000TM,
XR5, polyurethane and other materials are also available on a custom basis. 

Options: Ground Tarps, Track Belts. Self Bailer, see page 31. 

STEP 1: Unfold onto the desired location...
(note: 12’ x 60’ x 1’ pictured)

STEP 2: Insert the sidewall struts into their pockets.
Compact Berms are ready to go!

Part# 8612

Part# 8612

Custom Sizes Available!

U.S. Patent No. 6,092,686

S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/containment/containberm-compact.html


35

Ultra Containment Berms Collapsible Wall Model

• The Collapsible Wall Model Containment Berm features rugged 
PVC sidewall assemblies for sidewall support. Simply swivel the 
“feet” of the PVC supports to lower or raise the sidewalls in 
just seconds!

• Custom sizes available.

• Meets SPCC and EPA Container Storage Regulations 40 CFR 264.175.

Economical Design Offers Cost Savings And Secure Containment

Simply swivel the “feet” of the PVC supports to lower the
sidewall. Vehicles and equipment can then roll over the top 
of the collapsed wall for convenient entry and exit.

Rugged design easily contains small and large spills.

Part# 8400

ULTRA-CONTAINMENT BERMS, COLLAPSIBLE WALL MODEL 
Part# Dimensions Weight Containment Capacity 

8405 4’ x 6’ x 1’ (1.2 m x 1.8 m x .3 m) 43 lbs. (19.5 kg) 179 gallons (678 L)

8403 6’ x 6’ x 1’ (1.8 m x 1.8 m x .3 m) 46 lbs. (21 kg) 269 gallons (1,018 L)

8400 10’ x 10’ x 1’ (3.0 m x 3.0 m x .3 m) 70 lbs. (32 kg) 748 gallons (2,831 L)

8404 12’ x 60’ x 1’ (3.7 m x 18.3 m x .3 m) 323 lbs. (147 kg) 5,385 gallons (20,382 L)

8401 15’ x 50’ x 1’ (4.6 m x 15.2 m x .3 m) 319 lbs. (145 kg) 5,610 gallons (21,234 L)

8402 15’ x 66’ x 1’ (4.6 m x 20.1 m x .3 m) 420 lbs. (191 kg) 7,405 gallons (28,028 L)

Material of Construction: Copolymer 2000TM, an ethylene copolymer, is standard. Copolymer 3000TM,
XR5, polyurethane and other materials are also available on a custom basis. 

Options: Ground Tarps, Track Belts. Self Bailer, see page 31.

S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/containment/containberm-collapse.html
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Ultra Containment Berms Stake Wall Model

• Does not rely on inflation, hinged straps or cumbersome frames to 
keep sidewalls up.

• No set-up required — unfold and the sidewalls automatically spring  
into their vertical position.

• Helps comply with federal and local stormwater regulations.
• Custom sizes available.

• Meets SPCC and EPA Container Storage Regulation 40 CFR 264.175.

Perfect for containment of drums in remote areas. 10’ x10’ Containment Berm holds up to 16 drums.

Portable Secondary Containment For Drums, Tanks, 
Equipment And Vehicles
Stake Wall Model Containment Berms feature a unique design that allows the sidewalls to collapse in either direction
and spring back automatically to their upright position! Roll drums over the sidewalls, drive trucks through them,
and the sidewalls always return to vertical without assistance.

Part# 8209

Containment Berms deploy in only seconds, no
assembly required... excellent for off-site containment

Part# 8210

Part# 8210

Sidewalls collapse, offering convenient loading/
unloading on remote locations.

ULTRA-CONTAINMENT BERMS, STAKE WALL MODEL 
Part# 8208 8209 8210 8211 8212

Dimensions 4’ x 6’ x 1’ (1.2 m x 1.8 m x .3 m) 6’ x 6’ x 1’ (1.8 m x 1.8 m x .3 m) 10’ x 10’ x 1’ (3 m x 3 mm x .3 m) 15’ x 50’ x 1’ (4.6 m x 15.2 m x .3 m) 15’ x 66’ x 1’ (4.6 m x 20.1 m x .3 m)

Weight 37 lbs. (17 kg) 46 lbs. (21 kg) 87 lbs. (39.5 kg) 363 lbs. (165 kg) 464 lbs. (210.5 kg)

Containment Capacity 179 gallons (678 L) 269 gallons (1,018 L) 748 gallons (2,831 L) 5,610 gallons (21,234 L) 7,405 gallons (28,028 L)

Material of Construction: XR5, an ethylene copolymer, is standard. Copolymer 3000TM, polyurethane and other materials are also available on a custom basis.
Options: Track belts, ground tarps, Pull Over Covers. Self Bailer, see page 31. 

U.S. Patent No. 5,924,461

Vertical sidewall
supports feature a two
way “living-hinge.”

S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/containment/containberm-stake.html


Ultra Containment Berms Economy Model
Economical Design Offers
Cost Savings And Secure
Containment
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S P I L L  C O N T A I N M E N T

• Residual liquids flow to one side of drum for efficient 
pumping — valuable chemicals can be used, not wasted.

• Durable, all polyethylene construction — designed 
for use with 30 gallon or 55 gallon drums.

• Securely grips 55 gallon steel drums when loading 
and unloading salvage drums.

• Rugged, all-steel construction.

Ultra Drum Lifter Ultra Drum Tipper
ULTRA-DRUM

LIFTER
Part# 0409

Load Capacity: 1,000 lbs. (455 kg)

Weight: 20 lbs. (9 kg)

ULTRA-
DRUM TIPPER

Part# 0851

Dimensions: 11 1/2” x 11 1/2” (292 mm x 292 mm)

Weight: 3 lbs. (1.5 kg)

• L-shaped aluminum brackets provide sturdy 
sidewall support

• Easy assembly — Brackets are quickly and 
easily inserted into sleeves spaced around 
perimeter of Berm

• No frames, components or excess material
outside of sidewalls — excellent for use
inside storage sheds and other buildings or
structures where floor space is a premium.

• Meets SPCC and EPA Container Storage 
Regulations 40 CFR 264.175.

Compact shipping
and storage — 

with frames 
removed, Berm

requires very little
space (10’ x 10’

unit shown).

ULTRA-CONTAINMENT BERMS, ECONOMY MODEL 
Part# Dimensions Weight Containment Capacity 

8250 4’ x 6’ x 1’ (1.2 m x 1.8 m x .3 m) 21 lbs. (9.5 kg) 179 gallons (678 L)

8251 6’ x 6’ x 1’ (1.8 m x 1.8 m x .3 m) 26 lbs. (12 kg) 269 gallons (1,018 L)

8252 10’ x 10’ x 1’ (3.0 m x 3.0 m x .3 m) 52 lbs. (23.5 kg) 748 gallons (2,831 L)

8253 12’ x 60’ x 1’ (3.7 m x 18.3 m x .3 m) 268 lbs. (121.5 kg) 5,385 gallons (20,382 L)

8254 15’ x 50’ x 1’ (4.6 m x 15.2 m x .3 m) 259 lbs. (117.5 kg) 5,610 gallons (21,234 L)

8255 15’ x 66’ x 1’ (4.6 m x 20.1 m x .3 m) 334 lbs. (151.5 kg) 7,405 gallons (28,028 L)

Material of Construction: Copolymer 2000TM, an ethylene copolymer, is standard. Copolymer 3000TM,
XR5, polyurethane and other materials are also available on a custom basis. 

Options: Ground Tarps, Track Belts, Pull Over Covers. Self Bailer, see page 31.

http://env.loyola.com/products/containment/containberm-economy.html
http://env.loyola.com/products/accessories/drumlifter.html
http://env.loyola.com/products/accessories/drumtipper.html


Ultra Funnels
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• Threaded brass insert 
screws into 2” drum 
bung or tank cap.

• All polyethylene 
construction won’t 
rust or corrode — 
provides excellent 
chemical resistance.

• Hinged, lockable 
lid prevents 
unauthorized access.

• Larger style (Part# 
0656) provides 
bigger pouring area 
and easy access.

Bung Access Funnel The Bung Access Ultra-Funnel allows access to the 3/4” drum bung. Installation 
of our pop-up liquid level gauge in the 3/4” bung allows visual monitoring of waste level in the drum and helps you
plan ahead for drum removal. It also eliminates the mess caused by overfilling!

Optional hinged
cover keeps dirt and
unwanted materials
out of your waste
stream. It’s also 
lockable for secure
drum management.

Unique zig-zag channeled surface diffuses splashing. Level surfaces allow filters,
paint cans, buckets and bottles to remain upright while draining passively.

ULTRA-BUNG ACCESS FUNNEL
Part# 0482: with spout      
Part# 0484: with hinged cover, with spout

Dimensions: 23 5/8” OD x 5 1/2” (600 mm x 140 mm)
29” x 26 3/4” x 9 1/2” (737 mm x 679 mm x 241 mm) with hinged cover

Weight: 10 lbs. (4.5 kg)
17 lbs. (7.5 kg) with hinged cover

Capacity: 6 gallons (23 L)

Options: Snap-on Cover, Part# 0485 
Pop Up Fill Gauge, Part# 9985 

ULTRA-BURP-FREE FUNNEL
Part# 0651: Standard Weight: 6 lbs. (3 kg) Dimensions: 13 3/8” dia. x 11” H (340 mm dia. x 279 mm H)

Part# 0656: Large Weight: 8 lbs. (3.5 kg) Dimensions: 22” dia. x 11 1/2” H (559 mm dia. x 292 mm H)

Part# 0482 Part# 0484

Part# 0651

Part# 0656

Burp-Free Funnel 
Burp-Free Ultra-Funnels feature a built-in vent. No
more splashing or “burping” when pouring liquids!

U.S. Patent No. 5,117,878; D,317,850

S P I L L  C O N T A I N M E N T



• Securely fits nearly every 55-gallon tighthead
steel or polyethylene drum manufactured 
throughout the world.

• Unique bottom design fits tightly on drums 
with varying diameters — no more wobbles 
or drips!

Horseshoe design feature
allows installation of a
Pop Up Fill Gauge –
allows accurate
monitoring of liquid 
level inside the drum to
prevent messy overfilling.

ULTRA-GLOBAL FUNNEL
Part# 0497: with spout                              
Part# 0499: with hinged cover, with spout   

Weight: 12 lbs. (5.5 kg) without cover        17 lbs. (7.5 kg) with cover

Capacity: 5 gallons (19 L)

Options: Pop Up Fill Gauge, Part# 9985
Snap-on Cover, Part# 0498 

Part# 0499

Open Head Funnel

Global Funnel

U.S. Patent No. 5,117,878; D,317,850

• All polyethylene funnel can be used on 55-gallon 
open-head steel or poly drums.

• Replaces drum lid allowing convenient 
drum access for pouring, collecting rags, soiled 
absorbents, etc.

• Molded base fits securely onto drum — thumb 
screws quickly tighten for added security.

• Hinged cover is lockable.

Part# 0460 For drums 22 1/4” – 23 1/2” dia. (565 mm x 597 mm)

Dimensions:  Weight: 10 lbs. (4.5 kg)
24 1/2” dia. x 11” (622 mm x 280 mm)

Optional Parts Screen — Part# 0305

ULTRA-OPEN HEAD FUNNEL

U.S. Patent Pending

39
S P I L L  C O N T A I N M E N T

http://env.loyola.com/products/accessories/funnel-global.html
http://env.loyola.com/products/accessories/funnel-openhead.html
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• 95-, 55-, 30- and 
20-gallon models 
comply with UN 
Packaging Group
1 (X-Rating) and
are certified for
use as DOT Salvage 
Drums, 49 CFR 
173.3 (c).* 

• High-density 
polyethylene
construction offers 
excellent chemical 
resistance, including 
acids, caustics and 
corrosives.

• Convenient, 
“no-tools-required”
closures are perfect 
for clean-up and 
spill response 
activities.

• Nestable design 
and low tare weight 
allow convenient 
storage and reduced 
transportation
costs.

Use the 55-gallon Ultra-
Overpack to transport
damaged 30-gallon drums.
Also a perfect size for 
spill kits!

Keep the 30-gallon Ultra-
Overpack in areas prone to
small quantity spills — fill
with sorbents to be ready
for any emergency.

Ultra Overpacks Versatile Ultra-Overpacks Offer The 
Highest UN And DOT Certifications Available

Part# 0500
95 gallon

Part# 0510
30 gallon

Part# 0526
55 gallon

Part# 0600, 20 gallon

All Ultra-Overpacks Are Independently Certified For:
LAND United Nations (UN) Transport of Dangerous Goods
SEA International Maritime Organization (IMO); International Maritime Dangerous Goods Code (IMDG) Annex I-Section 8
AIR International Civil Aviation Organization (ICAO); Technical Instructions for the Safe Transport of Dangerous Goods by Air, 

Part 7, Chapter 4
AIR International Air Transport Association (IATA); Dangerous Goods Regulations, Section 10.3

U.S. Patent Pending

ULTRA-OVERPACKS
Part# 0500: 95 Gallon Part# 0526: 55 Gallon Part# 0510: 30 Gallon  Part# 0600: 20 Gallon

Top Outside Dia: 31” (788 mm) Top Outside Dia: 24 7/8” (632 mm) Top Outside Dia: 21 3/4” (552 mm) Top Outside Dia: 21 3/4” (552 mm)

Bottom Outside Dia: 25 1/8” (638 mm) Bottom Outside Dia: 20” (508 mm) Bottom Outside Dia: 17” (432 mm) Bottom Outside Dia: 17 3/4” (451 mm)

Outside Height: 43 1/4” (1,098 mm) Outside Height: 37 1/2” (952 mm) Outside Height: 28 1/4” (717 mm) Outside Height: 16 3/4” (425 mm)

Weight: 49 lbs. (22 kg) Weight: 24 lbs. (11 kg) Weight: 17 lbs. (7.5 kg) Weight: 16 lbs. (7.5 kg)

Rated Capacity: 95 gallons (360 L) Rated Capacity: 55 gallons (208 L) Rated Capacity: 30 gallons (113.5 L) Rated Capacity: 20 gallons (76 L)

UN Marking: UN Marking: UN Marking: UN Marking: 
1H2/X340/S/02/USA/+AA0959 1H2/X204/S/02/USA/+AA1201 1H2/X136/S/02/USA/+AA0940 1H2/X70.8/S/02/USA/+AA1175

*Visit www.SpillContainment.com for more
regulatory information.

Applications Include:

• Overpacking of Damaged or Leaking Packages 

• Collection and Transport of Soiled Sorbents 

• Clean-up of Contaminated Sites 

• Emergency Response 

• Direct Containment and Transport of Hazardous Solids 

• Use as Spill Kits

www.spillcontainment.com
http://env.loyola.com/products/containment/ultra-overpack-0510.html
http://env.loyola.com/products/containment/ultra-overpack-0500.html
http://env.loyola.com/products/containment/ultra-overpack-0526.html
http://env.loyola.com/products/containment/ultra-overpack-0510.html
http://env.loyola.com/products/containment/ultra-overpack-0600.html



